
 
 
超高真空（UHV）ステッパーモータ 
D-シリーズ1.8°, 2相ハイブリッド(バイポーラ)ステッパーモータ 
 
 
AML stepper motors are specifically designed for use in UHV environments making them ideally suited for low 
speed precision in-vacuum manipulation without the use of particle generating motion feed-throughs. The 
consider-able reduction in mechanical complexity, absence of metal to metal sliding surfaces and low outgassing 
character-istics make these motors especially suitable for sensitive handling applications 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
特 長 

 
The model D motors are two phase hybrid stepper motors, available in a range of standard sizes and torque ratings. 
Standard motors provide 200 full steps per revolution, are suitable for use below 1x10-10 mbar and temperatures 
between -65°C to +175°C. Extended low temperature range (-196°C) versions, radiation hard versions (1 x 106 Gy), 
shaft modifications and hybrid bearings are all available options. 
 
All motors are designed, cleaned, hand assembled and conditioned to UHV standards in an ISO Class 7 cleanroom. 
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D42.1 180 8 35 9 15 350 1.0 5.3 6.6 

D42.2 360 14 68 9 15 470 1.0 6.8 10.5 

D42.3 450 20 102 9 15 610 1.0 8.5 19.5 

D57.1 800 30 300 20 60 700 1.0 10.5 27.0 

V真空環境 <1x10-10 mbar                   
Operating temperature -65°C to +175°C 
Thermocouple Type ‘K’                     
Bakeout temperature 200°C                      
Step angle        1.8°  

Step angle tolerance 5% 
Lead length        1.5m (1) Refer to application note 27 for details 

AML ステッパーモータは特に UHV 環境にて使用するために設計されています。真空環境内で動作時に分子を

拡散する可能性のあるメカ的なフィードスルーを使用しないで低速精密マニピュレ-ションを行う目的には理

想的です。機械的な複雑さを大幅に減らし、金属同士の表面摺動を無くし、徹底した低排ガス特性により取扱

に注意を要するような用途には特に最適です。 

モデル D タイプモータは 2 相ハイブリッドステッパーモータで、標準各種サイズとトルク定数が用意されてい

ます。標準モータは一回転 200 ステップで、適応操作温度範囲は -65℃ から+175℃です。特別仕様の低温領域

タイプ(-196℃迄対応) 、放射線に対する高耐性タイプ (1 x 107   Gy), シャフト特別仕様やハイブリッドベアリ

ング内蔵タイプなどオプションが揃っています。 

すべてのモータは ISO Class 7 クリーンルームにて手作りで組み立てられています。クリーン度や組み立て工

程も全て UHV 基準設計です。 

真空環境          ：<1x10-10 mbar 
操作温度範囲       ：-65°C to +175°C 
熱電対タイプ  ：Kタイプ 
ベークアウト温度：200°C 
ステップ角度     ：1.8° 
ステップ角許容値：5% 
リード長さ   ：1.5m 



速度とトルク特性 
 
 
The performance shown on these graphs was obtained using an SMD210 drive operating with standard settings for 
step division. 
 
SMD210 is a switch-mode, bipolar, current-regulating drive with a nominal source of 67volts, optimised for use with 
vacuum motors. At low speed where step division is active the RSS (root sum of squares) of phase current is set to 
the nominal current. Over most of the speed range the drive operates in wave mode with nominal set current in only 
one energised phase. 
 
Different drives will produce different speed / torque curves. Drives capable of producing a total phase current of 
more than 1A RSS may damage the insulation. Drives with significantly lower source voltages may result in poor high 
speed performance. Use of the embedded thermocouple is essential for motor protection. 
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Step Frequency (Hz)

SMD210 Drive, nominal source of 67 Volts. 
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以下のグラフ上の性能はＡＭＬ社コントローラ・ドライバーモデルSMD210を（標準ステップ分割）使用して

得られたデータです。 
 

SMD210 はスイッチモード、バイポーラ、通常電源67V駆動定電流駆動で、真空モータ用に最適化されていま

す。 ステップ分割がアクティブな低速度領域では、相電流のRSS（平方根2乗）が通常電流としてセットされ

ます。速度範囲を超えると大抵の場合、SMD210は通常の設定電流にて1相励磁にてウェーブモードにて動作

します。 
 
異なった駆動ユニットでは異なった速度とトルクカーブが得られます。合計相電流が 1A RSS 以上供給できる駆

動ユニットではモータの絶縁を破壊する恐れがあります。非常に低い電圧電源では結果として、いたずらに高速

性能が出る場合があります。モータ内蔵の熱電対を必ず活用してモータを保護して下さい。 
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外径寸法図 
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ご発注時情報 
 
 
Bearings:- 
Standard motors are fitted with open stainless steel bearings lubricated with NyeTorr® 6300 ultra low outgassing 
UHV grease. 
For low duty applications where UHV grease is not permitted specify option ‘H’ hybrid bearings. These have silicon 
nitride ceramic balls, dry lubricated with Tungsten disulfide. 

Options:- 
H  Hybrid ceramic bearings 
R 
X 
C 

Order code format 

D42.1 R 

Order Code 

 
Option 

 

 
 
 
 

Arun Microelectronics Ltd 
Fitzalan Road 
Arundel 
West Sussex 
BN18 9JS 

 
Tel: +44 (0)1903 884141 
email: sales@arunmicro.com 

Order Code 
 

D35.1 70mNm UHV Stepper Motor 

D42.1 180mNm UHV Stepper Motor 

D42.2 360mNm UHV Stepper Motor 

D42.3 480mNm UHV Stepper Motor 

D57.1 800mNm UHV Stepper Motor 

Related products 

SMD210 Stepper motor drive 

MLF18F 18-way electrical feedthrough 

MLF18NBL 3-metre lead, SMD210 to MLF18F 

Gamma radiation hardened to 1 x 106 Gy 
X Shaft modification. Please provide a sketch of your requirement 

Cryogenic. Extended operating temperature range. -196°C to +175°C 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
AML pursues a policy of continuous improvement and reserves the right to make detail changes to 
specifica-tions without consultation. E and OE. 
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〒171-0022 東京都豊島区南池袋 3-18-35 

OKビル 2階 
Tel: 03-5924-6750 Fax:03-5924-6751 
E-mail: sales@technology-l.com  
URL: http://www.technology-link.jp 
 
 

ベアリング: 
標準モータはオープン型ステンレススティールベアリングが組み込んであり、低排ガス仕様のNyeTorr®   6300 
UHV グリースで潤滑されています。 UHVグリースが使用できない比較的短時間用途向けに ‘H’型ハイブリ

ッドベアリングがオプションとして用意されています。これは窒化シリコンセラミックボールを使ったハイブ

リッドベアリングで、2硫化タングステンによる乾式潤滑方式です。 
 
オプション:- 
H. ハイブリッドセラミックベアリング 
R. 耐放射線(γ線) 強化型 ： 1 x 106   Gy（グレー）迄 
X. 特注シャフト： ご要望仕様のスケッチを送って下さい。 
C. 極低温タイプ ：可動温度範囲 -196°C から +175°C 

発注コード 

ステッパーモータ 

ステッパーモータ 
 
ステッパーモータ 
 
ステッパーモータ 
 
ステッパーモータ 

ステッパーモータドライバー 

18 ウェイ電気フィードスルー 

リード線、3m SMD210 と MLF18F 間結線用 

関連商品 

発注コード 

オプション 

発注コード形式 


